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IN THE SPECIFICATinM 

Please amend the specification as follows: 

On page 1. please Insert the following paragraph before the first full paragraph 
beginning on line 1: 

-CROSS-REFERENCE TO RFI AT ED APPLICATIONS 
This is a divisional application of U.S. Patent Application Serial No. 
09/341 ,91 1 . filed November 24. 1998. now U.S. Patent 6.661,762, which is 
herein incorporated by reference in its entlrety.- 



On page 1 . please amend the first full paragraph beginning on line 1 , as follows: 
^//^ -The invention relates to a mothod ao rodtod i n the proomblo of Cla i m 1 

qmmy to the field of digital audio enmriing , and more softcificallv to a m«»fhnr| 
fffr mgppinq sampled digital audio information nnt p a linear Dhvsin«^| p^pp f^^ ^ 
§pap^ is partitioned into a string of un | fQnn.si2«»d i^ jnrks Present state of 
the art of digital audio encoding is the weit-linown Compact Disc system with its 
ramifications. Progress in storage technology and audio encoding technology 
allows an Increase In the amount of audio information on a unitary medium such 
as conforming to the standard CD dimensions. A particular feature Is variable- 
rate encoding, which, however, requires an easy accessible Indicator 
organization for subsequent read-accessing of the string of Audio Units.- 
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